GTE107

Fully Pneumatic
Collar Type VFFS
Machine (Auger Filler)

| Technical Specification

Filling Systam Adjustable Auger Filling
Filling Accuracy +-0.1% Depend upon nature of product
Sealing Type Centar Seal

Filling Rangs ¢ Lk ta 1000gm
Packing Material :  Sticky Powder

Film Role 100 to 400mm-W / B0mm to 240mm-L

Speed Capacity 20 to 45 Pouch per minute

Machine Size 2500mm x B00mm x 1000mm (H £ W x L)

Wooden Case 2650mm x 1200mm x 1200mm (H x W x L)

PLC Detta

TC Selectron

Contact Pari 55 304

Pawer ¢ 20w AL Single Phase & Threg Phase Jkw

Dptional :  Batch Coding Device, Baich Cutting Device Auto Lubrication,

GMP Model, Gas Fushing Unit Lever Sensor
Maching Wight  ©  700kg (Approx)

Features :

Fully Automatic, Compact and Robust Maching Simple Operaton and low Maintenance - All Contact
Paris are Made of Stalnkess Stesl 304 - This Maching |s Equipped with the drive with the latest addition
for speed adjusbment Phatoaksctric mark registration system for precse cutting and sealing of the sachet
Jpouches - Custom made to sl specific requiremant - Top quality components and best workmanship

Application  : Spices - Milk Powder - Ice Cream Powder - Basan - Medical Powder Etc..
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